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COOL A PI FEATURES
• Cool a Pi automatically adjusts the 

fan speed to keep the Raspberry Pi 4 
CPU at approximately 54ºC.

• Cool a Pi leaves the expansion 
header completely free for use by 
any Raspberry Pi 4 Hat.

• Cool a Pi provides 4 mounting feet 
so you can mount the Raspberry Pi 
4 in different orientations.

• The four Raspberry Pi 4 mounting 
holes are available to secure a Hat 
using 2mm screws.



INSTALLATION
1. Shutdown the Raspberry Pi and unplug the power 

before installing  it in the Cool a Pi case.

2.Place the control board on the header pins (on the 

underside) of the Raspberry Pi.

3.Orient the control board as show in picture 1, the 

square pads must align.

4.Place the Raspberry Pi with the attached circuit 

board in the Cool a Pi case as shown in the picture 
2, make sure the control circuit remains in place 
during this step.


5. Angle the Raspberry Pi as shown in Picture 2, 
then push down the front of the Pi to clip it to the 
case. The two bumps (picture 3) in the Cool a Pi 
case will clip the Raspberry Pi in place.


6.Insert the fan, in the holder with the label facing 
the Raspberry Pi. A bump( Picture 4) will clip the 
fan in place.


7.Power up the Raspberry Pi.  The fan should be off. 
As the cpu warms up, the fan will start to rotate. 
The hotter the cpu, the faster the fan rotates. The 
maximum fan speed is  20,000 rpms.


8.Always shutdown the Raspberry Pi and unplug the 
power before removing it from the Cool a Pi case.
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INSTALLING THE FEET

• The Cool a Pi case has 3 
mounting holes for the 
detachable feet in each 
corner. 

• Select 4 holes and push the 
feet straight into these 
holes.



MOUNTING DIMENSIONS


